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<T1

EUROSYSTEM
T1>
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Warewashing equipment



Suitable for: Suitable for:

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 2 0 3
|>

C O N TR OL L ER  P2 5 5  3  C A M S
<|

3 3 2 2 2 2 5
|>

C O N TR OL L ER  P2 5 5  3  C A M S
150 seconds cycle 120 seconds cycle

 230V 50/60Hz  230V 50/60Hz
 without pin  without pin
 for Glasswasher/Cupwasher (EUROSYSTEM) PRO100  for Glasswasher/Cupwasher (EUROSYSTEM) PRO200

    

EUROSYSTEM  EUROSYSTEM

<|

3 3 2 2 1 4 7
|>

C O N TR OL L ER  P2 6 5  5  C A M S
<|

3 3 2 2 1 4 6
|>

C O N TR OL L ER  78 0 7 D V  7  C A M S
1st cycle 240 seconds 1st cycle 60 seconds

 2nd cycle 40 seconds  2nd cycle 120 seconds
 230V 50Hz  3rd cycle 180 seconds
 for Dishwasher (EUROSYSTEM) PRO400  24V 50/60Hz
  for Dishwasher hood type (EUROSYSTEM) PRO600

    

EUROSYSTEM  EUROSYSTEM

<T2

Door catches
T2>

<|

3 3 9 8 0 5 0
|>

C O M PL ET E D OO R  C A TC H
<| |>

for all models

    

EUROSYSTEM  

<T2

Filters
T2>

<|

3 1 6 0 0 4 2
|>

FITT IN G  ø  1 "1/2
<|

3 1 6 0 3 2 3
|>

FILT ER  BOT TO M  PL A T E
for Dishwasher (EUROSYSTEM) PRO400

 for Dishwasher hood type (EUROSYSTEM) PRO600  

    

EUROSYSTEM  EUROSYSTEM

<T1

EUROSYSTEM
T1>



Suitable for: Suitable for:
<|

3 1 6 0 1 5 2
|>

FILT ER  RET A IN IN G  N UT
<|

3 1 6 0 0 4 7
|>

IN L ET FIL TER
for Dishwasher (EUROSYSTEM) PRO400 for Dishwasher (EUROSYSTEM) PRO400

 for Glasswasher/Cupwasher (EUROSYSTEM) PRO100  for Dishwasher hood type (EUROSYSTEM) PRO600
 PRO200  

    

EUROSYSTEM  

<|

3 1 6 0 0 4 5
|>

N UT  FO R IN LET  A SS EM BLY  ø  1 "1/2
<|

3 1 6 0 0 4 4
|>

O -R ING  0 3 1 8 7  EPD M
for Dishwasher (EUROSYSTEM) PRO400

  for Dishwasher hood type (EUROSYSTEM) PRO600

    

EUROSYSTEM  EUROSYSTEM

<|

3 1 6 0 0 4 3
|>

T IE R OD  F OR  FIL T ER 9 7  m m
<| |>

for Dishwasher (EUROSYSTEM) PRO400
 for Dishwasher hood type (EUROSYSTEM) PRO600  

    

EUROSYSTEM  

<T2

Microswitches
T2>

<|

3 2 4 0 1 3 8
|>

M A GN ET IC  M IC R OS W IT C H  E5 3 0 1 C
<| |>

250V 0.4A
 capillary length 3000 mm  
 for Dishwasher hood type (EUROSYSTEM) PRO600  

    

EUROSYSTEM  

<T1

EUROSYSTEM
T1>



Suitable for: Suitable for:

<T2

Pressure switches
T2>

<|

3 3 2 0 0 7 6
|>

P R ESS UR E S W IT C H  1  L EV EL
<| |>

calibration 60/30 mm
 250V 16A  
 max operating temperature 85°C  
 for Dishwasher (EUROSYSTEM) PRO400  

    

EUROSYSTEM  

<T2

Pump motors
T2>

<|

3 1 2 2 1 7 2
|>

EL EC T RO P UM P  IM E 0 .3 0 H P  23 0 V
<|

3 7 8 6 4 9 2
|>

G A SK ET FO R  PU M P  SM A L L
inlet external ø 32 mm - outlet external ø 31 mm

 0.30HP 230V 50Hz - rpm 2800  
 capacitor 10 µf  
 for Glasswasher/Cupwasher (EUROSYSTEM)  
 PRO100 - PRO200  

    

EUROSYSTEM  EUROSYSTEM

<|

3 1 2 2 7 3 0
|>

IM P EL LE R FO R  PU M P  ø 8 8  m m
<|

3 1 2 2 0 5 8
|>

S EAL  R OT A R Y ø 1 1  m m  BA C K FA C E 8  m m

    

EUROSYSTEM  EUROSYSTEM

<T2

Switches
T2>

<|

3 3 1 9 1 3 0
|>

C H A N GEO VE R S W IT C H  2  PO L E GR EEN  2 5 0 V 1 6 A
<| |>

with indicator lamp
 mounting hole 34x12 mm  
 for Glasswasher/Cupwasher (EUROSYSTEM) PRO100  
 PRO200  

    

EUROSYSTEM  

<T1

EUROSYSTEM
T1>



Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 6 2 7
|>

D O UB LE C HA N G E OV ER  SW ITC H  1 6 A  2 5 0V
<|

3 3 1 9 6 3 3
|>

BU TT O N FO R  SW ITC H  BL OC K
for Dishwasher (EUROSYSTEM) A600

    

EUROSYSTEM  

<|

3 3 1 9 6 3 5
|>

C A P  SQ U A RE
<|

3 3 1 9 6 3 2
|>

C A P  SQ U A RE W ITH  IND IC A T OR  H OL E
mounting hole 25x25 mm mounting hole 25x25 mm

    

<|

3 3 1 9 4 8 2
|>

C H R OM E-P LA T ED  EL LIP TIC  KEY  1 7x1 3  m m
<|

3 3 1 9 1 7 7
|>

EL LIP TIC A L P U SH -BU TT ON  INS ER T

    

<|

3 3 1 9 4 8 1
|>

P U SH  BU TT ON  BO D Y 1 7 x13  m m  ELL IPT IC AL  G R A
<|

3 3 1 9 1 6 4
|>

P U SH -BUT TO N  BO D Y 1 7 x1 3  m m  ELL IP T IC A L  BL A
mounting hole 21x17 mm - colore grigio scuro mounting hole 21x17 mm

    

<|

3 3 1 9 1 7 0
|>

P U SH -BUT TO N  ELL IPT IC AL  1 7 x13  m m  BL A C K
<|

3 3 1 9 6 5 9
|>

P U SH -BUT TO N  R OU N D  GR A Y ø  2 3  m m
"slow-fast"

    

 EUROSYSTEM

<|

3 3 1 9 6 5 8
|>

P U SH -BUT TO N  R OU N D  RE D  ø 2 3  m m  "0 -1 "
<|

3 3 1 9 6 3 6
|>

R EC T AN G U LA R  C A P
mounting hole 34x24 mm

    

EUROSYSTEM  

<T1

EUROSYSTEM
T1>



Suitable for: Suitable for:
<|

3 3 1 9 6 3 4
|>

S TA R T S W IT C H
<| |>

    

<|

3 3 1 9 1 3 1
|>

P U SH -BUT TO N  ST A RT  YEL LO W  2 5 0 V 1 6 A
<| |>

bipolar switch
 with indicator lamp  
 mounting hole 34x12 mm  
 for Glasswasher/Cupwasher (EUROSYSTEM) PRO100  
 PRO200  

    

EUROSYSTEM  

<|

3 3 1 9 1 7 2
|>

P U SH -BUT TO N  2  PO L E HO T/C OL D  G R EEN
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 3 0 x2 2  m m
16(6)A/250V - max. temperature 120°C

 silk screen printing hot - cold  
 with indicator lamp - mounting hole 22x30 mm  
 for Dishwasher (EUROSYSTEM) PRO400  

    

EUROSYSTEM  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  3 0 x22  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  3 0 x2 2  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  3 0 x2 2  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T1

EUROSYSTEM
T1>



Suitable for: Suitable for:

<|

3 3 1 9 1 7 6
|>

P U SH -BUT TO N  2  PO L E OR A N GE R EG EN ER A TION
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 3 0 x2 2  m m
10(4)A 250V - max. temperature 120°C

 with indicator lamp - mounting hole 22x30 mm  
 for Dishwasher (EUROSYSTEM) PRO400  

    

EUROSYSTEM  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  3 0 x22  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  3 0 x2 2  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  3 0 x2 2  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<|

3 3 1 9 1 7 3
|>

P U SH -BUT TO N  2  PO L E OR A N GE 1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 3 0 x2 2  m m
16(4)A 250V - max. temperature 120°C

 with indicator lamp - silk screen printing drain p  
 mounting hole 22x30 mm  
 for Dishwasher (EUROSYSTEM) PRO400  

    

EUROSYSTEM  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  3 0 x22  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  3 0 x2 2  m m

    

<T1

EUROSYSTEM
T1>



Suitable for: Suitable for:
<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  3 0 x2 2  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<|

3 3 1 9 1 3 2
|>

P U SH -BUT TO N  2  PO L E RIN SE YEL L OW
<| |>

push-button 2 pole
 with indicator lamp 16A 250V  
 mounting hole 34x12 mm  
 for Glasswasher/Cupwasher (EUROSYSTEM) PRO100  
 PRO200  

    

EUROSYSTEM  

<T1

EUROSYSTEM
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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